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FORWARD FLOAT BOTTOM - 2 REQ.

REAR FLOAT BOTTOM - 2 REQ.FLOAT STEP BULKHEAD
- 2 REQ.

FORWARD
FLOAT
BULKHEAD
- 2 REQ.

FLOAT END
CAP - 2 REQ.

OUTER FLOAT
SIDE PANEL - 2 REQ.

FUSELAGE SIDE PANEL - 2 REQ.

FUSELAGE FORWARD UPPER PANEL
- 1 REQ.

FUSELAGE BATTERY HATCH - 1 REQ.

BATTERY SUPPORT
BULKHEAD - 1 REQ.

FIREWALL
BACKER
- 1 REQ.

WING PANEL  - 1 REQ.

SUPPORT STRIP - 2 REQ.

RUDDER
- 2 REQ.

FLOAT SIDE / TAIL / VERTICAL STABILIZER PANEL - 2 REQ.

MOTOR MOUNT TOP
PANEL - 1 REQ.

FUSELAGE TOP
REAR PANEL
- 1 REQ.

HORIZONTAL STABILIZER / ELEVATOR ASSY. - 1 REQ.
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Seaplane designed by John Van Baren

MAKO SHARK SEAPLANE
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REL.

PARTS TEMPLATES

WOOD PARTS ARE
1/16" PLYWOOD

05-AUG-2012

Material 6mm depron 2 full sheets needed.
You might be able to squeeze it in a little tighter
for the people that are hand cutting these kits.

Specifications:
- Wing span – 32”
- Length – 35”
- Weight - (without battery) – 13.5 oz (with battery) – 18 to 22 oz
- Motor: 2212 – 1900 KV or 2212-2200 KV
- Prop: 6X4E or 6X5E
- Battery: 1500 mah to 2500 mah 11.1 V (2200mah is a good size with a 9min flight time)
- Speed Control: 30 or 40 Amp
Additional Items Needed to complete kit:
- Glue – Foam Tac or Gorilla Glue
- Velcro
- 4 - 5 gram servos
- 1900 KV – 2200 KV motor
- 6 x 5 – 6 x 4 electric prop
- 30 Amp – 40 Amp ESC
- 10 – 12” servo wire extensions
- Blenderm Tape for hinges
- 11.1v 1500 mah – 2500 mah battery
- Paint or decals
- Screws to mount motor to plywood
- CorrosionX (water proofing for motor, esc, receiver).

AILERON CONTROL HORN LOCATION

AILERON CONTROL HORN LOCATION
FUSELAGE BOTTOM PANEL - 1 REQ.
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